Magellan® 9500

with SmartSentry™

Quick Reference Guide



Deactivating Security labels
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NOTE

Manual EAS Deactivation Push Button

Utilizing SmartSentry  tech- EASLED (Tri-Color) ~Bar Code Label
nology and depending upon » Item

your installation, Sensor-
matic® EAS (Electronic Article
Surveillance) labels are auto-
matically deactivated by passing
items over the EAS antenna in
one of two ways: 1) Coupled
Mode — Deactivation occurs

only after item bar codes are
read by the scanner, or 2) Decoupled Mode — Deactivation is indepen-
dent of the scanning function.

EAS label deactivation is dependent upon correct installation of the EAS
antenna, “downstream” with regard to the direction of scanning (left-to-right
or right-to-left). If deactivation is not occurring when items are presented dur-
ing a normal scan, consult your system specialist or the Product Reference
Guide for assistance in optimizing the installation.

Weighing Items (Scanner/Scale Models

ONLY)

Items to be weighed can be placed anywhere on
the L-shaped All-Weighs " platter (weigh plat-
ter) surface. Oversized items can even be accu-
rately weighed while leaned against its vertical
section as shown.

. ™M . .
The new, raised Produce Rail  feature conveniently ensures that items do
not rest on the counter or other non-weighing surfaces.

With weighed items in place, enter PLU (Price Look-Up) data as
described in the POS instructions for your system. Weight data will be
displayed on the Remote Display and/or the host display.

Quick Reference Guide 3


vlcox
Highlight


Asia Pacific
PSC Hong Kong

Hong Kong
Telephone: [852]-2-584-6210
Fax: [852]-2-521-0291

Australia
PSC Asia Pacific Pty Ltd.

North Ryde, Australia
Telephone: [61] 0 (2) 9878 8999
Fax: [61] 0 (2) 9878 8688

France
PSCS.AR.L.

LES ULIS Cedex, France
Telephone: [33].01.64.86.71.00
Fax: [33].01.64 46.72.44

Germany
PSC GmbH

Darmstadt, Germany
Telephone: 49 (0) 61 51/93 58-0
Fax: 49 (0) 61 51/93 58 58

Corp. Headquarters
PSC Inc.

Portland, OR
Telephone: (503) 553-3920
Fax: (503) 553-3940

©2002 PSC INC.

ltaly
PSC S.p.A.

Vimercate (MI), ltaly
Telephone: [39] (0) 39/62903.1
Fax: [39] (0) 39/6859496

Japan

PSC Japan K.K.
Shinagawa-ku, Tokyo, Japan
Telephone: 81 (0)3 3491 6761
Fax: 81 (0)3 3491 6656

Latin America
PSC S.A., INC.

Miami, Florida, USA
Telephone: (305) 539-0111
Fax: (305) 539-0206

United Kingdom
PSC Bar Code Ltd.

Watford, England
Telephone: 44 (0) 1923 809500
Fax: 44 (0) 1923 809 505

Caosc

www.pscnet.com

&

Printed on recycled paper

)

R44-2385 (Rev. X1

PSC Inc.
959 Terry Street

Eugene, OR
Telephone: (541) 683-5700
Fax: (541) 345-7140

2/03


http://www.pscnet.com

	Operation
	Scanning Items
	Deactivating Security labels
	Weighing Items (Scanner/Scale Models ONLY)
	Controls and Indicators
	LED and Beeper Indications
	Scanner and Scale LEDs
	Deactivator LED
	Volume/Tone Push Button
	Scale Zero Push Button
	Manual EAS Deactivation Push Button


	Appendix A — Product Labeling
	Appendix B — Laser Safety
	International Caution Statements
	Class I

	Appendix C — Warranty



